CASTLEMORE™ DIRECT VENT GAS STOVE

Specifications

<table>
<thead>
<tr>
<th>Model</th>
<th>BTU</th>
<th>Width</th>
<th>Height</th>
<th>Depth</th>
<th>Glass</th>
</tr>
</thead>
<tbody>
<tr>
<td>GDS26</td>
<td>25,000</td>
<td>23 5/8</td>
<td>37</td>
<td>20 5/8</td>
<td>24 X 16 5/8</td>
</tr>
</tbody>
</table>

Overview

- Top vent, see “REAR VENT CONVERSION” section.
- Door, see “SCREEN AND GLASS DOOR INSTALLATION AND REMOVAL” section.
- Venting, see “VENTING” section.
- Rating Plate, see “RATING PLATE INFORMATION” section.
- Blower, see “OPTIONAL BLOWER INSTALLATION” section.

Dimensions

- GASLINE ACCESS
- ELECTRICAL ACCESS
- SAFETY BARRIER
CASTLEMORE™ DIRECT VENT GAS STOVE

Clearances

Minimum Clearance To Combustibles

<table>
<thead>
<tr>
<th>Minimum clearance to combustible construction from appliance and vent surfaces:</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
</tr>
<tr>
<td>B</td>
</tr>
<tr>
<td>C</td>
</tr>
</tbody>
</table>

**Combustible Framing:**
- 1" (25mm) below and sides of the vent pipe* |
- 2" (51mm) top of the vent pipe** |

**NOTE:** Appliance should not be installed directly on carpeting.

**Minimum Vertical Vent Rise**

Minimum Air Terminal Location Clearances

Product information provided is not complete and is subject to change without notice. Please consult the installation manual for the most up to date installation information.

05/2015